novofior

YOUR PARTNER IN NEEDLEFELT

DYNASTAT UV

The Blasting Protection Mat

Description and Field of  Dynastat UV, a needlefelt made from 100% Polyproylene, is used
Application to prevent hazards to the environment by avoiding material hurled
away.
A gas porosity adjusted to the pressure wave allows the mat to lift off
at detonation. The balloon which thus forms safely envelopes the
dispersing material. Dynastat UV’s antistatic property is used in
order to avoid premature detonation.

Technical Data Norm Dim. DYNASTAT UV
Weight per m? DIN EN 12127 g/m2 ~ 400
Thickness DIN 53855/3 mm ~ 4,0
Antistatic equipped YES
Tensile Strength: @ length DIN EN 29073/3 kN/m >8
Elongation at Break: @ length DIN EN 29073/3 % > 80
Tensile Strength: @ width DIN EN 29073/3 kN/m >16
Elongation at Break: @ width DIN EN 29073/3 % > 80

2t 50% vl humidity at 23° 50 10965 240’ Ohm
Fermeabity esitance
Form Of Supply:

Length of reel: m 25
Width of reel: m 4,5

m2 / reel: m?2 112,5
Weight: kgs ~45

novoffor Quality Management- System is certified according to
I1SO 9001
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